DR120-0-0397

Dvojrotorovy drvi¢. Technické udaje a rozmery

Twin-shaft shredder. Technical data and dimensions
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STULIK

TECHNOLOGIE SPRACOVANIA ODPADOV

WASTE PROCESSING TECHNOLOGIES
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Sirka nastroja (mm) Tool width (mm) 40

Pocet zubov na nastroji Number of teeth on the tool 1+3

Otacky rotorov (1/min) Rotors revolutions (1/min) 47 - 58
Elektricky prikon (kW) Electric input (kW) 16,7

Pohony Drives NORD
Elektricka sustava Electric system 400V, 50 Hz
Elektrické krytie Electric protection IP 54
Elektroskrifia Electric chamber RITTAL
Aktivne elektrické ¢leny Active electric parts SCHNEIDER
Riadiaca jednotka Control unit SIEMENS
Povrchova Uprava (Seda) Finish (grey) RAL 7026
Vybrané Casti povrchu (€ervena) Selected parts of the device (red) RAL 3020

Pritlaéaci mechanizmus Nie je
Plnenie nasypky Zhora
Komora vysypky Zatvorena
Stojan Zatvoreny
Pressing mechanism Not present
Filling of the feeding hopper From above
Output hopper Closed
Stand Closed
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